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NC1701 Windows App Command Line Interface 
 

The NC1701Cli allows you to flash the firmware of NC1701 using a command line interface. 

You can specify the values either through a “Settings File” or directly as command line arguments. 

 

Command Line Arguments 
 
Usage: NC1701Cli.exe [Options] 

Options: 

-?|-h|--help 

Shows the help 

-v|--version 

Shows the version of the NC1701Cli command line executable 

-s|--settings <settings_file> 

Provide the name and location of a Settings File. This file allows to you specify the same 

options that can be set through the command line arguments, but in a file, so you can 

choose whatever is more convenient to you. 

-p|--port <com_port> 

COM Port of the device you want to connect to. 

If you use both this Argument and a Settings File, this argument will override the value 

specified in the file. 

-c|--customerid <customer_id> 

The Customer ID required to download firmware files. 

If you use both this Argument and a Settings File, this argument will override the value 

specified in the file. 

-k|--key 

The API Key required to download firmware files. 

If you use both this Argument and a Settings File, this argument will override the value 

specified in the file. 

-f|--firmware 

The firmware version that you want to flash. 

If you use both this Argument and a Settings File, this argument will override the value 

specified in the file. 

-o|--override                      

Force requested firmware version. This forces the firmware to be updated, even if the 

requested firmware version is already flashed in the device. In other words it will always 

flash the firmware with the requested version. 

If you use both this Argument and a Settings File, this argument will override the value 

specified in the file. 
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Definition of the Settings File 
 
Settings File definition: 
{ 
"COMPort": 5, 
"CustomerId": 1, 
"APIKey": "<APIKey>", 
"FirmwareVersion": "1.7", 
"FirmwareOverride": [false|true] 
} 


